WARNING BATTERY POWERED ELECTRIC GRINDERS
Any piece of equipment can be dangerous if not operated properly. YOU are responsible for the safe operation
of this equipment. The operator must carefully read and follow any warnings, safety signs and instructions
provided with or located on the equipment. Do not remove, defeat, deface or render inoperable any of the safety
devices or warnings on this equipment. If any safety devices or warnings have been removed, defeated, defaced
or rendered inoperable, DO NOT USE THIS EQUIPMENT!!!
SMI Dust and Silica Warning
Grinding/cutting/drilling of masonry, concrete, metal and other materials can generate dust, mists and fumes
containing chemicals known to cause serious or fatal injury or illness, such as respiratory disease, cancer, birth
defects or other reproductive harm. If you are unfamiliar with the risks associated with the particular process
and/or material being cut or the composition of the tool being used, review the material safety data sheets and/or
consult your employer, the manufacturers/suppliers, governmental agencies such as OSHA and NIOSH and
other sources on hazardous materials. California and some other authorities, for instance, have published lists of
substances known to cause cancer, reproductive toxicity, or other harmful effects.
Control dust, mist and fumes at the source where possible. In this regard use good work practices and follow the
recommendations of the manufacturers/suppliers, OSHA/NIOSH, and occupational and trade associations.
Water should be used for dust suppression when wet grinding/cutting/drilling is feasible. When the hazards
from inhalation of dust, mists and fumes cannot be eliminated, the operator and any bystanders should always
wear a respirator approved by NIOSH/MSHA for the material being used.
Grinding/cutting/drilling of masonry, concrete and other materials with silica in their composition may give off
dust or mists containing crystalline silica. Silica is a basic component of sand, quartz, brick clay, granite and
numerous other minerals and rocks. Repeated and/or substantial inhalation of airborne crystalline silica can
cause serious or fatal respiratory diseases, including silicosis. In addition, California and some other authorities
have listed respirable crystalline silica as a substance known to cause cancer. When grinding/cutting/drilling
such materials, always follow the respiratory precautions mentioned above.
WARNING: Operating, servicing and maintaining this equipment can expose you to chemicals including
Chromium (Hexavalent Compounds) & Chromium 6 (Chromium VI) from concrete which are known to the
State of California to cause cancer and birth defects or other reproductive harm. To minimize your exposure,
avoid breathing dust. For more information go to www.P65warnings.ca.gov
WARNING: Lithium-ion Batteries and/or products that contain Lithium-ion Batteries can expose you to
chemicals including cobalt lithium nickel oxide, and nickel, which are known to the State of California to cause
cancer and birth defects or other reproductive harm. For more information, go to www.P65warnings.ca.gov
IMPORTANT SAFETY INSTRUCTIONS
When using an electrical appliance, basic precautions should always be followed, including the following:
READ ALL INSTRUCTIONS. BEFORE USING THIS APPLIANCE
WARNING - To reduce the risk of fire, electric shock, or injury:
1. Do not leave appliance when battery fitted. Remove battery from appliance when not in use and before
servicing.
2. Do not expose to rain. Store indoors.
3. Do not allow to be used as a toy. Close attention is necessary when used by or near children.
4. Use only as described in this manual. Use only manufacturer's recommended attachments.
5. Do not use with damaged battery. If appliance is not working as it should, has been dropped, damaged, left
outdoors, or dropped into water, return it to a service center.
6. Do not put any object into openings. Do not use with any opening blocked; keep free of dust, lint, hair, and
anything that may reduce air flow.
7. Keep hair, loose clothing, fingers, and all parts of body away from moving parts.
8. Use only the charger supplied by the manufacturer to recharge.

GRINDER SAFETY WARNINGS
1. Always use protective goggles, a cap and mask when using the grinder. Ordinary eye or sun glasses are NOT
safety glasses.
2. While operating the machine, always wear substantial and non-skid footwear and long trousers.
3. Do not wear loose clothing or jewelry.
4. AVOID UNINTENTIONAL STARTING.
Do not carry battery fitted tool with finger on switch.
5. Some material contains chemicals which may be toxic. Take caution to prevent dust inhalation and skin
contact. Follow material supplier safety data.
6. Make sure that there is nobody around you when you work at high places.
7. Recharge only with the charger specified by the manufacturer. A charger that is suitable for one type of
battery pack may create a risk of fire when used with another battery pack.
8. Use power tools only with specifically designated battery packs. Use of any other battery packs may create a
risk of injury and fire.
9. When battery pack is not in use, keep it away from other metal objects, like paper clips, coins, keys, nails,
screws or other small metal objects that can make a connection from one terminal to another. Shorting the
battery terminals together may cause burns or a fire.
10. Under abusive conditions, liquid may be ejected from the battery; avoid contact. If contact accidentally
occurs, flush with water. If liquid contacts eyes, additionally seek medical help. Liquid ejected from the battery
may cause irritation or burns.
11. Do not handle charger, including charger plug, and charger terminals with wet hands.
12. Do not charge the battery outdoors.
WARNING: DO NOT let comfort or familiarity with product (gained from repeated use) replace strict
adherence to safety rules for the subject product. MISUSE or failure to follow the safety rules stated in
this instruction manual may cause serious personal injury.
Symbols
The followings show the symbols used for tool.

IMPORTANT SAFETY INSTRUCTIONS FOR BATTERY CARTRIDGE
1. Before using battery cartridge, read all instructions and cautionary markings on (1) battery charger,
(2) battery, and (3) product using battery.
2. Do not disassemble battery cartridge.
3. If operating time has become excessively shorter, stop operating immediately. It may result in a risk of
overheating, possible burns and even an explosion.
4. If electrolyte gets into your eyes, rinse them out with clear water and may result in loss of your
eyesight.
5. Do not short the battery cartridge: (1) Do not touch the terminals with any conductive material. (2)
Avoid storing battery cartridge in a container with other metal objects such as nails, coins, etc. (3) Do not
expose battery cartridge to water or rain. A battery short can cause a large current flow, overheating,
possible burns and even a breakdown.
6. Do not store the tool and battery cartridge in locations where the temperature may reach or
exceed 122 ﾟF.
7. Do not incinerate the battery cartridge even if it is severely damaged or is completely worn out.
The battery cartridge can explode in a fire.
8. Be careful not to drop or strike battery.
9. Do not use a damaged battery.
10. Follow your local regulations relating to disposal of battery.

TIPS FOR MAINTAINING MAXIMUM BATTERY LIFE
1. Charge the battery cartridge before completely discharged. Always stop tool operation and charge the
battery cartridge when you notice less tool power.
2. Never recharge a fully charged battery cartridge. Overcharging shortens the battery service life.
3. Charge the battery cartridge with room temperature at 50 ﾟF - 104 ﾟF. Let a hot battery cartridge cool
down before charging it.
4. Charge the battery cartridge once in every six months if you do not use it for a long period of time.
FUNCTIONAL DESCRIPTION
CAUTION: • Always be sure that the tool is switched off and the battery cartridge is removed before
adjusting or checking function on the tool.
INSTALLING OR REMOVING BATTERY CARTRIDGE
CAUTION:
• Always switch off the tool before installing or removing of the battery cartridge.
• Hold the tool and the battery cartridge firmly when installing or removing battery cartridge. Failure to
hold the tool and the battery cartridge firmly may cause them to slip off your hands and result in damage to the
tool and battery cartridge and a personal injury.
To remove the battery cartridge, slide it from the tool while sliding the button on the front of the cartridge. To
install the battery cartridge, align the tongue on the battery cartridge with the groove in the housing and slip it
into place. Insert it all the way until it locks in place with a little click. If you can see the red indicator on the
upper side of the button, it is not locked completely.
CAUTION:
• Always install the battery cartridge fully until the red indicator cannot be seen. If not, it may accidentally fall
out of the tool, causing injury to you or someone around you.
• Do not install the battery cartridge forcibly. If the cartridge does not slide in easily, it is not being inserted
correctly.
NOTE: • The tool does not work with only one battery cartridge.
Tool / battery protection system
The tool is equipped with a tool/battery protection system. This system automatically cuts off power to the
motor to extend tool and battery life.
The tool will automatically stop during operation if the tool or battery is placed under one of the following
conditions. In some conditions, the indicators light up.
Overload protection
When the tool is operated in a manner that causes it to draw an abnormally high current, the tool automatically
stops without any indication. In this situation, turn the tool off and stop the application that caused the tool to
become overloaded. Then turn the tool on to restart.

Overheat protection for tool

When the tool is overheated, the tool stops
automatically, the battery indicator blink about
60 seconds. In this situation, let the tool cool
down before turning the tool on again.
Over discharge protection
When the battery capacity becomes low, the tool stops automatically. If the product does not operate even when
the switches are operated, remove the batteries from the tool and charge the batteries.
Remaining battery capacity indication
Press the check button to make the battery indicators show the remaining battery capacities.
The battery indicators correspond to each battery.
Remaining battery capacity indication

CAUTION: • Always be sure that the tool is switched off and the battery cartridge is removed before
carrying out any work on the tool.
To maintain product SAFETY and RELIABILITY, repairs, any other maintenance or adjustment should be
performed by Makita Authorized or Factory Service Centers, always using Makita replacement parts
If the person receiving this handout will not be the user of the equipment, forward these instructions to the
operator. If there is any doubt as to the operation or safety of the equipment, DO NOT USE!! CALL A
TOOL SHED IMMEDIATELY!!! FAILURE TO FOLLOW THESE INSTRUCTIONS COULD
RESULT IN INJURY OR DEATH

